
731 Series
Electromechanical Hour Meter

Key Features

• 7 figure, 99999.99
• Various voltage inputs
• Quartz accuracy (DC)
• Large figures, 0.14” [3.6mm]
• CE Compliant, ROHS
• UL/cUL Recognized for DC

• Options include:
 Special voltages
 Terminations
 Panel cutout

• Office Equipment
• Test Equipment
• Medical Equipment

www.GlobalTestSupply.comFind Quality Products Online at: sales@GlobalTestSupply.com



Non-reset
10-28VDC
0.4 watts DC

Mount Clip or mounting holes
1/4” [6.3mm] spade terminals (DC)
0.01% (DC) quartz
Black polymer
1.2oz. [35g]

Front Panel IP65
-22°F to +180°F [-30°C to +82°C]
-40°F to +185°F [-40°C to +85°C]
1g [10/500Hz] IEC 68-T2-34

Shock 30g [18ms] IEC 68-T2-27
25g [16ms] IEC 68-T2-19
CE Compliant, UL/cUL Recognized for DC
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Models Mount
10-28VDC Round X
10-28VDC 2-Hole X
10-28VDC Flush Rect X
10-28VDC Flush Rect. X
10-28VDC 2-Hole X
10-28VDC Flush Rect. X
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Key Features

• 7 figure, 99999.99
• Various voltage inputs
• Distinctive styling

• Options include:
 Terminations
 DIN rail
 Voltages

• Office Equipment
• Test Equipment
• Medical Equipment

Non-reset
10-80VDC
1.2 watt maximum (DC)

Mount Panel (mounting hardware included)

Front Panel IP65
-22°F to +158°F [-30°C to +70°C]
1.6 oz. [46g]
UL Recognized, CE Compliant, ROHS
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  55mm Bezel Adapter
  72mm Bezel adapter

1.35 [34.3]

1.77 [44.9]

2.28 [57.9]

1.55 [39.3]

2.05 [50.2]
0.20 [5.1]

2.20 [55.9]
1.77 [44.9]

1.35 [34.3]

1.35 [34.3]

1.60 [40.6]

1.77 [44.9]

2.93 [74.5]

2.28’’ Dia. Flush 3 - Hole Round

Panel cutout:  1.99’’ [50] Dia. or 1.81’’ [46] Sq.
(for 1.89’’ Sq. use 1.81’’ [46] Sq. cutout only)

Panel cutout:  1.99’’ [50] Dia. or 1.81’’ [46] Sq. Panel cutout:  1.99’’ [50] Dia. or 1.81’’ [46] Sq.
Screws provided:  4-40 x 5/8’’ [16]

Bolt hole circle:  2.44’’ [62]

1.89’’ or 2.05’’ Square
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