
Zero Smog 4V
Zero Smog 6V 
Zero Smog 20T

DE Originalbetriebsanleitung
EN Translation of the original instructions
ES Traducción del manual original
FR Traduction de la notice originale
IT Traduzione delle istruzioni originali
PT Tradução do manual original
NL Vertaling van de oorspronkelijke gebruiksaanwijzing
SV Översättning av bruksanvisning i original
DK Oversættelse af den originale brugsanvisning
FI Alkuperäisten ohjeiden käännös
GR
TR
CZ
PL
HU
SK 
SL Prevod izvirnih navodil
EE Algupärase kasutusjuhendi tõlge
LV
LT Originalios instrukcijos vertimas
BG
RO Traducere a instructiunilor originale
HR Prijevod originalnih uputa
RU
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Zero Smog 4V
Zero Smog 6V 
Zero Smog 20T

DE Originalbetriebsanleitung
EN Translation of the original instructions
ES Traducción del manual original
FR Traduction de la notice originale
IT Traduzione delle istruzioni originali
PT Tradução do manual original
NL Vertaling van de oorspronkelijke gebruiksaanwijzing
SV Översättning av bruksanvisning i original
DK Oversættelse af den originale brugsanvisning
FI Alkuperäisten ohjeiden käännös
GR
TR
CZ
PL
HU
SK 
SL Prevod izvirnih navodil
EE Algupärase kasutusjuhendi tõlge
LV
LT Originalios instrukcijos vertimas
BG
RO Traducere a instructiunilor originale
HR Prijevod originalnih uputa
RU

Zero Smog 4V Zero Smog 6V Zero Smog 20T
T0053660699 T0053666699 T0053670699

DE Lieferumfang
GB 
ES Piezas suministradas
FR Fourniture
IT Dotazione
PT Fornecimento
NL Omvang van de levering
SV Leveransomfattning
DK Leveringsomfang
FI Toimitussisältö
GR 
TR 

CZ 
PL 
HU
SK
SL Obseg pošiljke
EE Tarne sisu 
LV
LT Komplektas
BG
RO Pachetul de livrare
HR Popratna oprema
RU

T0058735938 
F7

T0058735836 
F7

T0058735836 
F7

T0058735936 T0058735838 T0058735838
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Zero Smog 4V, Zero Smog 6V, Zero Smog 20T

1

2

3

DE RS232-Schnittstelle
GB RS232 port
ES Puerto RS232
FR Interface RS232
IT Interfaccia RS232
PT Interface RS232
NL RS232-interface
SV RS232-gränssnitt

DK RS232-port
FI 
GR 
TR RS232 arabirimi
CZ 
PL 
HU RS232-interfész
SK Rozhranie RS232

SL Vmesnik RS232
EE RS232-liides
LV
LT
BG
RO
HR
RU

DE 
GB 
ES  

Rojo/Amarillo/Verde
FR 

rouge/jaune/vert
IT

rosso/giallo/verde
PT

vermelha/amarela/verde
NL
SV
DK 
FI Punainen/keltainen/vihreäsuo-

GR 

TR 
göstergesi

CZ 

PL 

HU
SK  

SL  

EE Punane/kollane/roheline 

LV

LT

BG

RO  

HR

RU

DE 
GB 
ES 
FR 
IT
PT
NL
SV

DK 
FI 
GR 
TR 
CZ 
PL 
HU
SK

SL
EE
LV
LT
BG
RO
HR
RU
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4

5

6

1 2 3 54

< 80%

> 80%

DE Menütaste
GB 
ES 
FR Touche menu
IT Tasto del menu
PT Tecla de menu
NL Menutoets
SV

DK Menutast
FI Valikkonäppäin
GR 
TR 
CZ 
PL 
HU
SK

SL Menijska tipka
EE Menüüklahv
LV
LT
BG
RO
HR Tipka izbornika
RU

DE 
GB 
ES Teclas subir/bajar  

FR 
IT
PT
NL
SV Uppåt-/nedåtknappar

DK OP/NED-taster
FI 
GR 
TR 
CZ 
PL 
HU
SK
SL

EE
LV
LT  

BG
RO
HR
RU  

DE Akustisches Signal
GB Audible signal
ES 
FR Signal sonore
IT Segnale acustico
PT
NL Akoestisch signaal
SV Akustisk signal

DK Akustisk signal
FI Merkkiääni
GR 
TR 
CZ 
PL 
HU hangjelzés
SK

SL
EE Akustiline signaal
LV
LT
BG
RO Semnal acustic
HR
RU
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1 2

3 4 max 4
Easy-Click 60

Zero Smog 4V / 6V

DE Inbetriebnahme
GB Starting up the device
ES Puesta en servicio del aparato
FR 
IT
PT Colocação do aparelho em serviço
NL Toestel in gebruik nemen
SV Ta lödstationen i drift
DK Ibrugtagning af apparatet
FI 
GR 
TR 

CZ 
PL 
HU
SK
SL
EE Seadme kasutuselevõtt
LV
LT Prietaiso paruošimas eksploatuoti
BG
RO
HR
RU
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5 6
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> 50 mm
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1

2

2,5 m

Zero Smog 20T

+

TIP

DE Inbetriebnahme
GB Starting up the device
ES Puesta en servicio del aparato
FR 
IT
PT Colocação do aparelho em serviço
NL Toestel in gebruik nemen
SV Ta lödstationen i drift
DK Ibrugtagning af apparatet
FI 
GR 
TR 

CZ 
PL 
HU
SK
SL
EE Seadme kasutuselevõtt
LV
LT Prietaiso paruošimas eksploatuoti
BG
RO
HR
RU
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1 2

3

T0053641400

T0053641599

++

5 6T00536338994

Ø 7,0 mm
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1 2

3

5,0 m
DN 17

T00536343499

4

2,5 m

T0053634399

Zero Smog 20T

TIP
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START

STANDBY STOP

< 80%
> 80%

1   

2

A B

C

ON

OFF

D
min 1x

year

DE 
GB Operation
ES Operação
FR Fonctionnement
IT Esercizio
PT Operação
NL
SV Drift
DK Funktion
FI 
GR 
TR 

CZ Provoz
PL Operacja
HU Üzemeltetés
SK
SL Delovanje
EE Operatsioon
LV
LT Operacija
BG
RO
HR Operativni rad
RU
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1 2

4

5 6

3

DE Filterwechsel
GB Filter change
ES 
FR 
IT
PT
NL
SV
DK Filterskift
FI Suodattimen vaihto
GR 
TR 

CZ 
PL 
HU
SK
SL
EE Filtri vahetamine
LV
LT
BG
RO
HR
RU
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G
B

The device has been manufactured in accordance with the most rigo-

-
ting instructions.
The device has been manufactured in accordance with state-of-the-art 

booklet and the warnings given in these instructions. 

For your safety

Read these 
instructions and the 
accompanying safety 

information carefully before 
starting up the device and 
starting work with the 
device.
Keep these instructions in a 
place that is accessible to all 
users.

Safety information 

-

appliance.
-

hout supervision.

Warning! Electrical shock

be functional.
 
 

Warning! Danger of injury

 
 Never use the device as a means of transportation.

Warning! Danger of asphyxiation, Danger of poisoning
Improper installation can result in above-normal workplace concentrations

 Measure the workplace concentration upon completion of installation work

concentrations
 

Above-normal contamination levels in the ambient air during cleaning work on the pipe 

 
parts

www.GlobalTestSupply.comFind Quality Products Online at: sales@GlobalTestSupply.com
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GB

 

Applied directives

extraction unit corresponds to 
the EC Declaration of 

of Directives 2004/108/EC, 
2006/95/EC and 2011/65/EU 

-

Warning! Danger of asphyxiation, Danger of poiso-
ning

-
xiation, poisoning or cancer

 

 
 
 Never use the device without the fan cover

Zero Smog 4V, Zero Smog 6V: The unit is designed for use as a 
surface extraction unit and is not suitable for extracting fumes direct-

Zero Smog 20T: 
from the soldering gun and is not suitable for use as a surface 
extraction unit.  

Intended use of the soldering station/ desoldering station also inclu-

 adhere to these instructions,
 
 

place of use.

The manufacturer will not be 
-

tions to the device.

-
ware CD.

User groups 

experts.

Work step User groups

extractor arms connected
Specialist personnel with technical training

Replacing electrical replacement parts Electricians

Operation
Filter change

Non-specialists

extractor arms connected
Replacing electrical replacement parts

Technical trainees under the guidance and supervision 
of a trained expert

www.GlobalTestSupply.comFind Quality Products Online at: sales@GlobalTestSupply.com
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G
B

Solder fume extraction Zero Smog 4V Zero Smog 6V Zero Smog 20T

320 x 320 x 395 mm 450 x 450 x 650 mm 450 x 450 x 695 mm

19 kg 40 kg 45 kg

T0053660699: 
230 V / 50 Hz
T0053660299: 
120 V / 60 Hz

T0053666699: 
230 V / 50 Hz 
T0053666299: 
120 V / 60 Hz

T0053670699: 
230 V / 50 Hz
T0053670299: 
120 V / 60 Hz

Electrical power rating 275 VA 460 VA 530 VA

Fuse T1, 6A T3, 15A T3, 15A

Maximum vacuum 2.700 Pa 2.800 Pa 10.000 Pa

supplied
230 m³/h 615 m³/h 100 m3/h

Noise emission level

 
Stage 2; 3

RS232 port
RS232 port.

and log data.

Technical Data

Warranty

unauthorised persons.
Subject to technical alterations and amendments.

www.GlobalTestSupply.comFind Quality Products Online at: sales@GlobalTestSupply.com
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GB
Menu navigation

ZERO SMOG
VER BL.FW

SPEED 100 %
MANUAL / AUTOMATIC

FILTER TIME 0
CURRENT HOURS

FILTER TIME OFF
DEFAULT

OFF MODE

5 sec

5 sec

 
 

OFF MODE

are off.To activate/deactivate, press 

Zero Smog 4V / 6V 

Zero Smog 20T 

5 sec -

hours
 
 
 After this time expires, the unit 

 
and an audible signal also sounds

Default opera-
ting mode 

Filter time display

Submenu functions
To select a menu item, 
press the Menu key. Each 
time the.
Menu key is pressed, the 
next menu item is selected. 
The display automatically 
returns to the default 

seconds.

FILTER TIME NO
RESET

VACUUM 60 %

Zero Smog  
4V / 6V

Zero Smog 
20T
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B

Menu navigation

OFF 10
AUTOMATIC HOURS

LANGUAGE GB
SELECT

UNIT NUMBER
XXXXXXXX

PRESSURE ON
CONTROL

Pressure control / automatic 
speed control

Selecting menu navigation 
language

5 sec

the turbine speed. If the pressure control 
function is activated, the turbine speed is 

extractor arms are opened. This allows a 

changing numbers of open extractor arms.

5 sec If this function is activated, the 

OFF mode on expiration of the 

Automatic OFF

5 sec
Select from the following user 
languages:

 

An internal unit number is assigned to 
each unit.

5 sec

Unit number

FILTER TIME NO
RESET

-
ting hours to zero

5 sec

nur Zero 
Smog 
4V/ 6V
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GB

Message/symptom Possible cause Remedial measures
 Extraction power missing   

  

 Turbine speed too low  Increase the speed setting

 Loud extraction noises  Air speed through extractionarm 
is too high speed

 Reduce the air speed (reduce air 

 Zero Smog is not running   Leave the Zero Smog to cool 
down Switch on again afterap-
prox. 3 hours

 
working

 Minimum pressure hose was not  

   

proportion of solid matter is high.

 
medium

  
inserted for longer than 2 

and switch unit off and on again

 Reset unit   

Error messages and error clearance 

Care and maintenance

Notice

constituents and the amount 
of and size of dust particles 

-

for the extraction of adhesive 
fumes.

be replaced as follows
 
 when indicated or
 if the maximum allowable workplace concentration is exceeded or
 as per maintenance schedule

-

once an hour 
 
 

-

on after restarting the unit.

Warning!
Before doing any work on 
the machine, pull the plug 
out of the socket.
Use original replacement 
parts only.

treated as special waste.  
Dispose of replaced equip-

devices in accordance with 
the rules and regulations 
applicable in your country.
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B

Original declaration of conformity

Solder fume extractor Zero Smog 4V 
   Zero Smog 6V 
   Zero Smog 20T

Applied harmonised standards:
EN 55 014-1: 2012-05  EN 60 335-1: 2012-10 
EN 55 014-2: 2009-06  EN 60 335-2-45: 2012-08
EN 61 000-3-2: 2010-03/2011-06 EN 62233: 2008-11/2009-04
EN 61 000-3-3: 2014-03  EN 50 581: 2013-02 

 

   

Technical director  Managing director

Authorised to compile technical documentation. 

 

Symbols

power plug from the socket.

ESD-compatible design and 
ESD-compatible workstation

Disposal
Do not dispose of electric tools 
together with household waste 

Directive 2012/19/EU on waste elec-
trical and electronic equipment and 
its implementation in accordance 
with national law, electric tools that 
have reached the end of their life 

as special waste. 
Dispose of replaced equipment 

-
cordance with the rules and regulati-
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Zero Smog 4V
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Zero Smog 6V
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